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1
SENSOR DEVICE AND RELATED
OPERATING METHODS

TECHNICAL FIELD

Embodiments of the subject matter described herein relate
generally to sensing devices and applications, and more par-
ticularly, embodiments of the subject matter relate to sensor
devices with multiple sensing arrangements for determining
calibrated measurements.

BACKGROUND

Sensors are used in a variety of applications. For example,
an electronic device may include a pressure sensor that is
fabricated on a semiconductor die and generates electrical
signals indicative of the amount of pressure exerted on the
semiconductor die, which, in turn, may be utilized to deter-
mine the ambient pressure exerted on the electronic device. In
practice, however, temperature sensitivity can influence elec-
trical characteristics of the components of the pressure sen-
sor, and accordingly, a calibrated or temperature-compen-
sated pressure measurement is often determined using a
concurrently obtained temperature measurement. Therefore,
existing pressure sensing schemes often involve sensing the
temperature concurrently to the pressure.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete understanding of the subject matter may
be derived by referring to the detailed description and claims
when considered in conjunction with the following figures,
wherein like reference numbers refer to similar elements
throughout the figures, which are not necessarily drawn to
scale.

FIG. 1 is a block diagram of an exemplary sensing system
in accordance with one embodiment of the invention; and

FIG. 2 is a flow diagram illustrating an exemplary cali-
brated measurement process suitable for implementation by
the sensing system of FIG. 1 in accordance with one embodi-
ment of the invention.

DETAILED DESCRIPTION

The following detailed description is merely illustrative in
nature and is not intended to limit the embodiments of the
subject matter or the application and uses of such embodi-
ments. As used herein, the word “exemplary” means “serving
as an example, instance, or illustration.” Any implementation
described herein as exemplary is not necessarily to be con-
strued as preferred or advantageous over other implementa-
tions. Furthermore, there is no intention to be bound by any
expressed or implied theory presented in the preceding tech-
nical field, background, or the following detailed description.

Embodiments of the subject matter described herein relate
to sensing devices that include multiple sensing arrangements
and are capable of determining calibrated measurement val-
ues by using a raw measurement value previously obtained
using one sensing arrangement to influence or otherwise
adjust a raw measurement value obtained using another sens-
ing arrangement. As described in greater detail below, an
exemplary sensing device includes a data storage element that
is capable of storing or otherwise maintaining old raw mea-
surement values obtained using one sensing arrangement at a
prior sampling time, wherein in response to a request for an
updated calibrated measurement corresponding to the physi-
cal property sensed or measured by the other sampling
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arrangement, the other sampling arrangement is operated at
that subsequent sampling time to obtain new (or updated) raw
measurement values for that physical property. The updated
calibrated measurement for that physical property is then
determined based on the new (or updated) raw measurement
values for that physical property in a manner that is influenced
by the old raw measurement values stored by the storage
element. Thus, the other sensing arrangement that is not oper-
ated for purposes of the updated calibrated measurement may
be deactivated to conserve power, and additionally, does not
introduce noise into successive calibrated measurements
when it is not activated. In exemplary embodiments described
herein, the data storage element maintains old raw tempera-
ture measurement values obtained by operating a temperature
sensing arrangement at a previous sampling time, and in
response to a request for an updated calibrated pressure mea-
surement, a pressure sensing arrangement is operated at a
subsequent sampling time to obtain new (or updated) raw
pressure measurement values. The updated calibrated (or
temperature-compensated) pressure measurement is then
determined by adjusting the new (or updated) raw pressure
measurement values using the stored raw temperature mea-
surement values from a previous sampling time.

It should be appreciated that although the subject matter is
described herein in terms of using pressure and temperature
sensing arrangements for purposes of determining calibrated
pressure measurements, the subject matter is not intended to
be limited to any particular combination of sensing arrange-
ments or any particular calibrated measurements. For
example, in alternative embodiments, a calibrated (or pres-
sure-compensated) temperature measurement may be deter-
mined by adjusting current (or recently obtained) raw tem-
perature measurement values using stored raw pressure
measurement values from a previous sampling time. In other
embodiments, the subject matter described herein may be
implemented using other sensing arrangements, such as
accelerometers, gyroscopes, magnetometers, or the like, for
determining calibrated measurements of other physical prop-
erties. For example, a calibrated (or pressure-compensated)
acceleration measurement may be determined by adjusting
current (or recently obtained) raw acceleration measurement
values from a MEMS accelerometer using stored raw pres-
sure measurement values from a previous sampling time.

FIG. 1 depicts an exemplary embodiment of a sensing
system 100 that includes a sensing device 102 and a comput-
ing device 104. As described in greater detail below, in exem-
plary embodiments, the sensing device 102 is a “calibrated”
sensing device that calculates calibrated measurement values
for a sensed physical property and outputs the calibrated
measurement values to the computing device 104. As used
herein, a “calibrated” measurement value for a physical prop-
erty should be understood as referring to a measurement value
for that physical property that is influenced, adjusted, or oth-
erwise modified by a sensed (or measured) value for another
physical property. In this regard, the calibrated measurement
value may account for the sensitivity of a particular sensing
arrangement with respect to another physical property that is
not intended to be measured by that sensing arrangement or
other inaccuracies exhibited the sensing arrangement. It
should be understood that FIG. 1 is a simplified representa-
tion of the sensing system 100 for purposes of explanation
and is not intended to limit the subject matter described
herein.

The sensing device 102 includes, without limitation, a first
sensing arrangement 110 configured to sense or otherwise
measure a first physical property, a second sensing arrange-
ment 112 configured to sense or otherwise measure a second
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physical property, and a control system 114 configured to
obtain raw measurement values measured for those physical
properties by the sensing arrangements 110, 112 and calcu-
late a calibrated measurement value for a measured physical
property using the raw measurement value for another physi-
cal property. For example, in exemplary embodiments, the
first sensing arrangement 110 is realized as a pressure sensing
arrangement configured to sense or otherwise measure an
ambient pressure exerted on the sensing device 102 and the
second sensing arrangement 112 is realized as a temperature
sensing arrangement configured to sense or otherwise mea-
sure an ambient temperature at or near the sensing device 102,
wherein the control system 114 calculates a calibrated pres-
sure measurement value based on one or more raw pressure
measurement value(s) obtained using the pressure sensing
arrangement 110 and one or more raw temperature measure-
ment value(s) obtained using the temperature sensing
arrangement 112. As described above, the sensing arrange-
ments 110, 112 are not intended to be limited to any particular
type or combination of sensing arrangements, and in some
embodiments, one or more of the sensing arrangements 110,
112 may be realized as an accelerometer, a gyroscope, a
magnetometer, an inertial sensor, or the like. Additionally, the
sensing device 102 may include one or more other sensing
arrangements (e.g., an accelerometer, a gyroscope, a magne-
tometer, an inertial sensor, or the like) in addition to the
pressure sensing arrangement 110 and the temperature sens-
ing arrangement 112. In exemplary embodiments, the sensing
device 102 includes data storage elements 116, 118 that are
coupled to the output of the sensing arrangements 110, 112
(e.g., via sampling arrangements 120, 122) and configured to
store raw measurement values obtained by the sensing
arrangements 110, 112. Depending on the embodiment, the
data storage elements 116, 118 may be realized as volatile or
non-volatile storage elements. As described in greater detail
below, in one operating mode, the control system 114 calcu-
lates a calibrated pressure measurement value based on more
current (or recently obtained) raw pressure measurement val-
ue(s) while using older raw temperature measurement value
(s) obtained using the temperature sensing arrangement 112
at a previous sampling time and stored by data storage ele-
ment 118. In this regard, while the control system 114 oper-
ates the pressure sensing arrangement 110 to obtain new (or
updated) raw pressure measurement values, the control sys-
tem 114 may maintain the temperature sensing arrangement
112 in a deactivated state to conserve power consumed by the
sensing device 102, as described in greater detail below.

In an exemplary embodiment, the pressure sensing
arrangement 110 is realized as microelectromechanical sys-
tems (MEMS) pressure sensor that is formed or otherwise
fabricated on a first semiconductor substrate 130 (or die). For
example, a diaphragm region having a first side exposed to an
ambient pressure and an opposing side exposed to a substan-
tially fixed reference pressure may be formed in the pressure
sensor die 130, wherein the pressure sensing arrangement 110
is formed or otherwise fabricated on the diaphragm region
such that the pressure sensing arrangement 110 generates or
otherwise produces electrical signals that are influenced by
the amount of displacement or deflection of the diaphragm
region, and thus, are indicative of the amount of pressure
exerted on the diaphragm region by the ambient pressure
relative to the reference pressure. In accordance with one
embodiment, the pressure sensing arrangement 110 is real-
ized as four piezoresistive elements configured in a Wheat-
stone bridge between a positive reference (or supply) voltage
node and a negative reference (or ground) voltage node,
wherein the displacement or deflection of the diaphragm
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region influences the resistances of the piezoresistive ele-
ments to produce a corresponding change in the voltage dif-
ference between a pair of output nodes of the Wheatstone
bridge. The piezoresistive elements may be formed in a con-
ventional manner, for example, by implanting ions of a
desired conductivity type into the diaphragm region to form
doped regions having resistances that vary with respect to the
deflection of the diaphragm region. In an exemplary embodi-
ment, the output node(s) of the Wheatstone bridge is electri-
cally connected to the corresponding output terminal(s) (e.g.,
a pad or pin of the die 130) to provide an output voltage
signal(s) that is indicative of the ambient pressure. As
described in greater detail below, a negative reference (or
ground) voltage node of the pressure sensing arrangement
110 is coupled to a node 152 configured to receive a negative
(or ground) reference voltage for the sensing device 102 and
the a positive reference (or supply) voltage node of the pres-
sure sensing arrangement 110 is coupled to a node 150 con-
figured to receive a positive reference (or supply) voltage for
the sensing device 102 via a switching element 142. In this
regard, the supply voltage node 150 may be electrically con-
nected to a supply voltage input terminal (or pin or pad) of the
sensing device 102 and the ground voltage node 152 may be
electrically connected to a ground voltage input terminal (or
pin or pad) of the sensing device 102.

In the illustrated embodiment, the sensing device 102
includes a second semiconductor substrate 140 (or die) hav-
ing the temperature sensing arrangement 112, the control
system 114, and the data storage elements 116, 118 formed
thereon. For convenience, but without limitation, the second
semiconductor substrate 140 may alternatively be referred to
herein as the application-specific integrated circuit (ASIC)
die by virtue of the second semiconductor substrate 140 hav-
ing the control system 114 formed thereon. It should be noted
that in practice, the ASIC die 140 may include additional
circuitry, components, and the like configured to perform
additional functions and/or processes that are not described
herein. Furthermore, while FIG. 1 illustrates the temperature
sensing arrangement 112, the control system 114, and the
data storage elements 116, 118 being formed on a die 140 that
is separate from the pressure sensor die 130, in other embodi-
ments, the pressure sensing arrangement 110, the temperature
sensing arrangement 112, the control system 114, and the
data storage elements 116, 118 may be formed or fabricated
on a common die.

In an exemplary embodiment, the ASIC die 140 also
includes a first sampling arrangement 120, such as an analog-
to-digital converter, that is coupled to the output terminal of
the pressure sensor die 130 to sample the output voltage
signal indicative of the ambient pressure that is generated by
the pressure sensing arrangement 110 and convert the
sampled voltage to a digital value representative of the pres-
sure sensed (or measured) by the pressure sensing arrange-
ment 110. In this regard, the digital value output by the
sampling arrangement 120 corresponds to the raw pressure
measurement value obtained by the pressure sensing arrange-
ment 110. The first data storage element 116 is coupled to the
output of the first sampling arrangement 120 to store or oth-
erwise maintain the raw pressure measurement value. In an
exemplary embodiment, the data storage element 116 is real-
ized as one or more registers configured to store the most
recently obtained raw pressure measurement value(s).

In an exemplary embodiment, the temperature sensing
arrangement 112 is realized as a resistive bridge that is con-
figured between a positive reference (or supply) voltage node
(which is coupled to supply voltage node 150 via switching
element 144) and a negative reference (or ground) voltage
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node (which is coupled to ground voltage node 152) and
includes an output node having an output voltage signal that
is indicative of the ambient temperature. Although FIG. 1
depicts the temperature sensing arrangement 112 as being
fabricated on the same die 140 as the control system 114, in
other embodiments, the temperature sensing arrangement
112 may be fabricated on a different die (e.g., on the pressure
sensor die 130 or another die). In a similar manner as
described above in the context of the pressure sensing
arrangement 110, the ASIC die 140 also includes a second
sampling arrangement 122 that is coupled to the output node
of the temperature sensing arrangement 112 to sample the
output voltage signal indicative of the ambient temperature
that is generated by the temperature sensing arrangement 112
and convert the sampled voltage to a digital value represen-
tative of the temperature sensed (or measured) by the tem-
perature sensing arrangement 112. In an exemplary embodi-
ment, the second data storage element 118 is realized as one
ormore registers coupled to the output of the second sampling
arrangement 122 to store or otherwise maintain the most
recently obtained raw temperature measurement value(s).

Still referring to FIG. 1, in an exemplary embodiment, the
ASIC die 140 also includes the switching elements 142, 144,
with each switching element 142 being configured electri-
cally in series between a supply voltage input of a respective
sensing arrangement 110, 112 and the supply voltage node
150. In this regard, when a respective switching element 142,
144 is in an activated state (or alternatively, a closed or on
state), the supply voltage at node 150 is provided to the
respective sensing arrangement 110, 112, whereas the respec-
tive sensing arrangement 110, 112 is effectively decoupled or
otherwise disconnected electrically from the supply voltage
when its respective switching element 142, 144 is in a deac-
tivated state (or alternatively, an open or off state). Thus, when
a switching element 142, 144 is activated, its associated sens-
ing arrangement 110, 112 is also activated and provides an
output voltage indicative of the sensed physical property, and
conversely, when a switching element 142, 144 is deactivated,
its associated sensing arrangement 110, 112 is also deacti-
vated and does not consume current (or power) from the
energy source coupled to the supply voltage node 150. In
practice, the switching elements 142, 144 may be realized
using any suitable electrically controlled switching elements,
such as, for example, transistor switches.

In the illustrated embodiment, the control system 114 gen-
erally represents the combination of circuitry, hardware, pro-
cessing logic and/or other components on the ASIC die 140
that is coupled to the control inputs (e.g., gate terminals) of
the switching elements 142, 144 and the sampling arrange-
ments 120, 122 and configured to operate the switching ele-
ments 142, 144 and the sampling arrangements 120, 122 to
obtain new raw measurement values for the ambient pressure
and/or the temperature. Additionally, the control system 114
is coupled to the data storage elements 116, 118 to obtain
sampled raw measurement values and calculate a calibrated
pressure measurement value that is output to the computing
device 104, as described in greater detail below in the context
of FIG. 2. Depending on the embodiment, the control system
114 may be realized as a logic circuit (e.g., an ASIC), a
processing core, a processing unit, a general purpose proces-
sor, a microprocessor, a microcontroller, a content address-
able memory, a digital signal processor, a field programmable
gate array, any suitable programmable logic device, discrete
gate or transistor logic, discrete hardware components, or any
combination thereof, designed to support operation of the
sensing device 102 and/or perform the functions described
herein. In practice, the control system 114 may also include or
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otherwise access a data storage element or memory 115, such
as, for example, random access memory (RAM), read-only
memory (ROM), flash memory, registers, or another suitable
non-transitory computer-readable storage medium config-
ured to support operation of the control system 114. For
example, in some embodiments, the memory 115 may store
computer-executable programming instructions that, when
read and executed by the control system 114, cause the con-
trol system 114 to perform one or more additional tasks,
operations, functions, and/or processes described herein.
Additionally, in exemplary embodiments, the control system
114 maintains calibration information (e.g., calibration
weighting coefficients or the like) for the sensing arrange-
ments 110, 112 that stored in memory 115 and utilized when
calculating a calibrated (or temperature-compensated) pres-
sure measurement value, as described in greater detail below
in the context of FIG. 2. It should be noted that although FIG.
1 depicts the memory 115 and data storage elements 116, 118
as separate components, in practice, the features and/or func-
tionality of the data storage elements 116, 118 may be imple-
mented by or otherwise integrated into the memory 115.

As illustrated in FIG. 1, the dies 130, 140 are encapsulated
inside a single device package to provide a sensing device 102
that performs calibration (or compensation) and outputs a
calibrated (or temperature-compensated) pressure measure-
ment value at an output terminal (e.g., one or more output
pads, pins, ports, or the like) that is coupled to a correspond-
ing input of the computing device 104 (e.g., one or more input
pads, pins, ports, or the like) for receiving a pressure mea-
surement value. In this regard, the dies 130, 140 may be
mounted or otherwise affixed to a lead frame or another
package substrate and encapsulated with a molding com-
pound, such as a thermosetting epoxy molding compound or
the like, which fills spaces between the dies 130, 140 and
protects the dies 130, 140 (and the circuitry and/or compo-
nents formed thereon) from environmental elements. In an
exemplary embodiment, in addition to having a supply volt-
age input terminal and a calibrated pressure measurement
output terminal, the sensing device 102 and/or ASIC die 140
also includes input terminals coupled to the control system
114 for receiving signals from the computing device 104
indicative of a desire to obtain an updated calibrated pressure
measurement value, a number of new raw pressure measure-
ment samples to obtain and utilize when calculating the
updated calibrated pressure measurement value, and/or
whether to obtain any new raw temperature measurement
samples when determining the updated calibrated pressure
measurement value. In this regard, as described in greater
detail below in the context of FIG. 2, when the sensing device
102 and/or control system 114 receives signals indicative of a
desire not to obtain any new raw temperature measurement
samples for the updated calibrated pressure measurement
value, the control system 114 maintains the sampling
arrangement 122 and the temperature sensing arrangement
112 in a deactivated state (e.g., by maintaining the switching
element 144 in a deactivated state) while operating the
switching element 142 and sampling arrangement 120 to
obtain new raw pressure measurement values and utilizes the
previously sampled raw temperature value(s) stored by the
data storage element 118 for calculating the updated cali-
brated pressure measurement value. In other embodiments,
the control system 114 may automatically determine whether
or not to obtain new raw temperature measurement samples
for the updated calibrated pressure measurement.

Still referring to FIG. 1, in the illustrated embodiment, the
computing device 104 generally represents the circuitry,
hardware, processing logic and/or other components of the
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sensing system 100 coupled to the input/output terminals of
the sensing device 102 and/or ASIC die 140 that controls
operation of the sensing device 102 and obtains the calibrated
pressure measurement values from the sensing device 102, as
described in greater detail below. Depending on the embodi-
ment, the computing device 104 may include or otherwise be
realized as a general purpose processor, a microprocessor, a
microcontroller, a content addressable memory, a digital sig-
nal processor, a field programmable gate array, any suitable
programmable logic device, discrete gate or transistor logic,
discrete hardware components, or any combination thereof,
designed to support operation of the sensing system 100
and/or perform additional task, functions, and/or processes
described herein. In an exemplary embodiment, the comput-
ing device 104 is implemented using one or more device
packages that are separate from the sensing device 102 but
connected to the input/output terminals of the sensing device
102 and/or ASIC die 140 in a conventional manner (e.g., via
a circuit board, wire bonds, or the like). In this regard, a lead
frame or package substrate of the sensing device 102 may be
separate from a lead frame or package substrate of the com-
puting device 104.

FIG. 2 depicts an exemplary embodiment of a calibrated
measurement process 200 suitable for implementation by the
sensing system 100 to obtain calibrated measurement values
for a sensed physical property. The various tasks performed in
connection with the illustrated process 200 may be performed
by software executed by processing circuitry (e.g., control
system 114), hardware, firmware executable by processing
circuitry, or any combination thereof. For illustrative pur-
poses, the following description may refer to elements men-
tioned above in connection with FIG. 1. In practice, portions
of'the calibrated measurement process 200 may be performed
by different elements of the sensing system 100, such as, for
example, the computing device 104, the control system 114,
the sampling arrangements 120, 122, the switching elements
142, 144, the sensing arrangements 110, 112 and/or the data
storage elements 116, 118. It should be appreciated that prac-
tical embodiments of the calibrated measurement process 200
may include any number of additional or alternative tasks, the
tasks need not be performed in the illustrated order and/or the
tasks may be performed concurrently, and/or the calibrated
measurement process 200 may be incorporated into a more
comprehensive procedure or process having additional func-
tionality not described in detail herein. Moreover, one or more
of the tasks shown and described in the context of FIG. 2
could be omitted from a practical embodiment of the cali-
brated measurement process 200 as long as the intended
overall functionality remains intact.

In an exemplary embodiment, the calibrated measurement
process 200 initializes or otherwise begins in response to
receiving signals indicative of a desire to obtain a calibrated
measurement for a particular physical property. For example,
as described above in the context of FIG. 1, the sensing device
102 may receive input signals from the computing device 104
indicating a desire to obtain an updated calibrated pressure
measurement value by obtaining a particular number of raw
pressure and temperature measurements. In response to
receiving signals indicative of a desire to obtain an initial
calibrated measurement, the calibrated measurement process
200 continues by operating the sensing arrangements to
obtain raw measurements, storing the raw measurement val-
ues, and deactivating the sensing arrangements obtaining the
raw measurement values (tasks 202, 204, 206). Referring
again to FIG. 1, in exemplary embodiments, the switching
elements 142, 144 are initially in a deactivated state to elec-
trically decouple the sensing arrangements 110, 112 from the
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supply voltage node 150, wherein in response to receiving
signals from the computing device 104 indicative of a desire
to obtain an initial calibrated pressure measurement value at
an initial time, the control system 114 activates the switching
elements 142, 144 to provide the supply voltage at node 150
to the sensing arrangements 110, 112. After activating the
switching elements 142, 144, the control system 114 operates
the sampling arrangements 120, 122 to obtain the indicated
number of raw measurements (or samples) for pressure and
temperature at or around that initial sampling time, which are
then stored in the data storage elements 116, 118. For
example, the computing device 104 may indicate that the
calibrated pressure measurement should be calculated using
1024 raw pressure measurement values, and in response, the
control system 114 operates the sampling arrangement 120 to
consecutively sample the voltage output by the pressure sens-
ing arrangement 110 to obtain 1024 raw pressure measure-
ment values which are then stored by the data storage ele-
ments 116. Similarly, the computing device 104 may indicate
that the calibrated pressure measurement should be calcu-
lated using the same number or a different number of samples
than those desired for the raw pressure measurement values,
and in response, the control system 114 operates the sampling
arrangement 122 to consecutively sample the voltage output
by the temperature sensing arrangement 112 to obtain the
indicated number of raw temperature measurement values
which are then stored by the data storage element 118. After
the desired number of raw measurements is obtained, the
control system 114 deactivates the switching elements 142,
144 to electrically decouple the sensing arrangements 110,
112 from the supply voltage node 150, thereby deactivating
the sensing arrangements 110, 112. In this manner, the sens-
ing arrangements 110, 112 do not consume current (or power)
from the energy source coupled to the supply voltage node
150 while samples are not being obtained. Additionally, the
control system 114 ceases operation of the sampling arrange-
ments 120, 122 to maintain the sampling arrangement 120,
122 in a deactivated state. Depending on the embodiment, the
control system 114 may obtain the raw measurements con-
currently (e.g., by concurrently activating the switching ele-
ments 142, 144 and concurrently operating the sampling
arrangements 120, 122) or consecutively (e.g., by activating
switching element 142 and operating the sampling arrange-
ment 120 to obtain raw pressure measurements while main-
taining sampling arrangement 122 and switching element 144
deactivated followed by activating switching element 144 and
operating the sampling arrangement 122 to obtain raw tem-
perature measurements while maintaining sampling arrange-
ment 120 and switching element 142 deactivated).
Referring to FIG. 2, and with continued reference to FIG. 1,
in an exemplary embodiment, after operating the sensing
arrangements to obtain the desired raw measurements, the
calibrated measurement process 200 continues by calculating
or otherwise determining one or more calibrated measure-
ment values and outputting the one or more calibrated mea-
surement values (tasks 208, 210). In this regard, in an exem-
plary embodiment, the control system 114 calculates a
calibrated pressure measurement value based on the raw pres-
sure measurement values stored by data storage elements
116, the raw temperature measurement values stored by the
data storage element 118, and the calibration information
stored or otherwise maintained by memory 115. For example,
the control system 114 may average the number of raw pres-
sure measurement values stored by the data storage element
116 to obtain an average raw pressure measurement value,
average the number of raw temperature measurement values
stored by the data storage element 118 to obtain an average
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raw temperature measurement value, and then calculate the
calibrated (or temperature-compensated) pressure measure-
ment value by using the average raw temperature measure-
ment value to influence, adjust, or otherwise modity the aver-
age raw pressure measurement value based on the calibration
information stored by memory 115. After determining the
calibrated pressure measurement value, the control system
114 generates or otherwise provides the calibrated pressure
measurement value as an output value at corresponding out-
put terminals (e.g., pads, pins, ports, or the like) that are
coupled to the computing device 104 to output the calibrated
pressure measurement value. Additionally, in some embodi-
ments, the control system 114 also determines and outputs a
calibrated temperature value, for example, by calculating a
calibrated (or pressure-compensated) temperature measure-
ment value based on the average raw temperature measure-
ment value, the average raw pressure measurement value, and
the calibration information stored by memory 115.

After outputting the calibrated measurement value(s), the
calibrated measurement process 200 maintains the sensing
arrangements in a deactivated state until receiving signals
indicative of a desire to obtain an updated calibrated measure-
ment (task 212). In this regard, at some subsequent time after
the initial sampling time, the sensing device 102 and/or con-
trol system 114 receives, from the computing device 104,
signals indicative of a desire to obtain an updated calibrated
measurement value. The calibrated measurement process 200
continues by determining whether previously obtained raw
measurement values for one of the physical properties are to
be reused for the updated calibrated measurement value (task
214). When the computing device 104 indicates (or the con-
trol system 114 determines) that new (or updated) raw tem-
perature measurements are to be obtained in addition to new
raw pressure measurements, the control system 114 resets,
erases, or otherwise clears the contents of the data storage
elements 116, 118 and operates the switching elements 142,
144 and the sampling arrangement 120, 122 to obtain the
desired number of pressure and temperature samples and uses
the new (or updated) raw pressure and temperature measure-
ment values to determine the updated calibrated pressure
measurement value, as described above (tasks 202, 204, 206,
208, 210).

In accordance with one or more embodiments, the comput-
ing device 104 determines whether previously obtained raw
temperature measurements are to be reused for an updated
calibrated pressure measurement value and provides signals
to the sensing device 102 indicative of a desire to utilize
previous raw temperature measurement samples (or alterna-
tively, a desire not to obtain any new raw temperature mea-
surement samples) for the updated calibrated pressure mea-
surement value in conjunction with the signal(s) requesting
an updated calibrated pressure measurement. For example, in
one embodiment, the sensing system 100 is implemented in
an electronic device including one or more amplifiers, such as
a communications device (e.g., a cellular phone or the like),
wherein the computing device 104 determines whether to
reuse stored raw temperature measurements based on the
state of one or more amplifiers. In this regard, the computing
device 104 may determine that the stored raw temperature
measurements should not be reused when an amplifier has
been turned on since the sampling time associated with the
stored raw temperature measurements, and conversely, that
the stored raw temperature measurements should be reused
while the one or more amplifiers are maintained in an off
state. In another embodiment, the electronic device includes
an accelerometer, a gyroscope, or another inertial sensing
arrangement coupled to the computing device 104, wherein
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the computing device 104 determines whether to reuse stored
raw temperature measurements based on the output of the
inertial sensing arrangement. In this regard, the computing
device 104 may determine that the stored raw temperature
measurements should not be reused when the output of the
inertial sensing arrangement indicates the electronic device
has moved by a non-negligible amount since the sampling
time associated with the stored raw temperature measure-
ments, and conversely, that the stored raw temperature mea-
surements should be reused when the electronic device is
maintained in a substantially fixed position. In yet another
embodiment, the computing device 104 may implement a
timer or counter and determine that the previously obtained
raw temperature values should be reused when a time
between the request for an updated calibrated pressure mea-
surement and a sampling time associated with the raw tem-
perature measurement values stored in the data storage ele-
ment 118 is less than a threshold amount of time, and
conversely, the computing device 104 may determine that
new (or updated) raw temperature values should be obtained
when the time between the request for the updated calibrated
pressure measurement and the sampling time associated with
the raw temperature measurement values stored in the data
storage element 118 exceeds the threshold amount of time. In
another embodiment, the computing device 104 may deter-
mine that new (or updated) raw temperature values should be
obtained when a difference between calibrated pressure mea-
surement values (e.g., a difference between successive cali-
brated pressure measurement values or a difference between
the most recent calibrated pressure measurement value and
the calibrated pressure measurement value obtained at the
sampling time corresponding to the stored raw temperature
measurement) exceeds a threshold amount. Depending on the
embodiment, the computing device 104 may assert a particu-
lar signal that indicates a desire not to operate the sensing
arrangement 112 and/or obtain any new raw temperature
measurements, or alternatively, the computing device 104
may indicate that the number of temperature samples to be
obtained for the updated calibrated pressure measurement is
equal to zero.

In accordance with another embodiment, the control sys-
tem 114 may automatically determine that the previously
obtained raw temperature values should be used. For
example, in a similar manner as described above, the control
system 114 may implement a timer or counter and determine
that the previously obtained raw temperature values should be
reused when a time between the request for an updated cali-
brated pressure measurement and a sampling time associated
with the raw temperature measurement values stored in the
data storage element 118 is less than a threshold amount of
time, and conversely, the control system 114 may determine
that new (or updated) raw temperature values should be
obtained when the time between the request for the updated
calibrated pressure measurement and the sampling time asso-
ciated with the raw temperature measurement values stored in
the data storage element 118 exceeds the threshold amount of
time. In another embodiment, the control system 114 may
determine that new (or updated) raw temperature values
should be obtained when a difference between calibrated
pressure measurement values (e.g., a difference between suc-
cessive calibrated pressure measurement values or a differ-
ence between the most recent calibrated pressure measure-
ment value and the calibrated pressure measurement value
obtained at the sampling time corresponding to the stored raw
temperature measurement) exceeds a threshold amount.

After determining that an updated calibrated measurement
is requested and existing raw measurement values for a sens-
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ing arrangement are to be reused for the updated calibrated
measurement, the calibrated measurement process 200 con-
tinues by operating one sensing arrangement to obtain new
(or updated) raw measurements while maintaining the other
sensing arrangement in a deactivated state and storing the new
(or updated) raw measurement values obtained using that
sensing arrangement while maintaining the stored raw mea-
surement values obtained using the deactivated sensing
arrangement at a previous time (tasks 216, 218). In this
regard, in response to receiving signals from the computing
device 104 that are indicative of a desire to obtain an updated
calibrated pressure measurement value at a subsequent time
using new (or updated) raw pressure measurement values and
previous raw temperature values, the control system 114
resets, erases, or otherwise clears the raw pressure measure-
ment values corresponding to a previous sampling time from
the data storage element 116 while maintaining the raw tem-
perature measurement values corresponding to an earlier
sampling time in the data storage element 118. The control
system 114 continues by activating the switching element 142
to provide the supply voltage at node 150 to the sensing
arrangement 110 while maintaining the switching element
144 deactivated, thereby decoupling the sensing arrangement
112 from the supply voltage node 150 and preventing the
supply voltage from being provided to the sensing arrange-
ment 112, such that the sensing arrangement 112 is main-
tained in a deactivated state and does not consume current (or
power). After activating the switching element 142, the con-
trol system 114 operates the sampling arrangements 120 to
obtain the indicated number of raw measurements (or
samples) for pressure, which are then stored in the data stor-
age elements 116. After operating the desired sensing
arrangement to obtain the desired number of new (or updated)
measurement values, the calibrated measurement process
200 continues by deactivating the sensing arrangements, as
described above (task 206). In this regard, after the control
system 114 operates the sampling arrangement 120 to obtain
the desired number of new raw pressure measurement values,
the control system 114 deactivates the switching element 142
to electrically decouple the sensing arrangement 110 from the
supply voltage node 150.

Still referring to FIG. 2, in an exemplary embodiment, the
calibrated measurement process 200 continues by calculating
or otherwise determining the updated calibrated measure-
ment value in a similar manner as described above (task 208),
however, in this situation, the updated calibrated measure-
ment value is determined using the new raw measurement
values obtained using one sensing arrangement and the old
raw measurement values obtained using another sensing
arrangement. In this regard, continuing the above example,
the control system 114 calculates an updated calibrated pres-
sure measurement value based on the new (or updated) raw
pressure measurement values obtained at or around the most
recent (or current) sampling time that are stored by data
storage elements 116, the previous raw temperature measure-
ment values obtained at or around an earlier sampling time
that are stored by the data storage element 118, and the
calibration information stored or otherwise maintained by
memory 115. As described above, the control system 114 may
average the newly obtained raw pressure measurement values
stored by the data storage element 116 to obtain an updated
average raw pressure measurement value, and average the
raw temperature measurement values stored by the data stor-
age element 118 to obtain an average raw temperature mea-
surement value which is equal to the previous average raw
temperature value. In this manner, the control system 114
calculates the updated calibrated pressure measurement value
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by using the previous average raw temperature measurement
value to adjust the updated average raw pressure measure-
ment value in a manner that is indicated by the calibration
information stored by memory 115. Thus, by virtue of the raw
temperature measurement values (or the average raw tem-
perature measurement value) remaining unchanged, any fluc-
tuations in the updated calibrated pressure measurement
value relative to a preceding calibrated pressure measurement
value are attributable to fluctuations in the raw pressure mea-
surement values obtained using the sensing arrangement 110.
After the updated calibrated measurement value is deter-
mined, the calibrated measurement process 200 outputs the
updated calibrated measurement value in a similar manner as
described above (task 210). In this regard, after determining
the updated calibrated pressure measurement value, the con-
trol system 114 generates or otherwise provides the updated
calibrated pressure measurement value to the computing
device 104, as described above.

Referring to FIGS. 1-2, in an exemplary embodiment, the
calibrated measurement process 200 repeats as desired
throughout operation of the sensing system 100. In this
regard, for a subsequent calibrated pressure measurement,
whenever the computing device 104 and/or the control sys-
tem 114 determines that the ambient temperature is unlikely
to have changed since the sampling time corresponding to the
stored raw temperature measurement values maintained by
the data storage element 118, control system 114 operates the
switching elements 142 and the sampling arrangement 120 to
obtain new raw pressure measurement values and calculates
the updated calibrated pressure measurement based on the
new raw pressure measurement values obtained at the current
sampling time and the old raw temperature measurement
values obtained at a previous sampling time. Thus, power that
would otherwise be consumed by the temperature sensing
arrangement 112 and/or the sampling arrangement 122 is
conserved, and any noise that could be introduced into suc-
cessive calibrated pressure measurements by the temperature
sensing arrangement 112 can be effectively eliminated by
virtue of the same raw temperature measurement values being
used across the successive calibrated pressure measurements.
Accordingly, accurate and/or reliable temperature-compen-
sated pressure measurements can be obtained while reducing
power consumption and any noise and/or inaccuracies across
successive measurements that could be attributable to negli-
gible temperature fluctuations.

For example, in accordance with one embodiment, the
control system 114 may receive input signals from the com-
puting device 104 at an initial time (t,) indicating a desire to
obtain an initial calibrated pressure measurement value by
obtaining a particular number of raw pressure and tempera-
ture measurements. In response, the control system 114 acti-
vates the switching elements 142, 144 and operates the sam-
pling arrangements 120, 122 to obtain the indicated number
of raw measurements (or samples) for pressure and tempera-
ture at or around that initial sampling time, which are then
stored in the data storage elements 116, 118. After the desired
number of raw measurements is obtained, the control system
114 deactivates the switching elements 142, 144 and ceases
operation of the sampling arrangements 120, 122. After oper-
ating the sensing arrangements to obtain the desired number
of raw measurements, the control system 114 calculates an
initial calibrated pressure measurement value (P~,; ;) using
the equation P, =Co+C xPy +CoxT 5 +CoxP e xTy,,
where P, is the average of the initial raw pressure measure-
ment values stored by the data storage element 116, T, is the
average of the initial raw temperature measurement values
stored by the data storage element 118, and C,, C,, C, and C;
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are calibration coefficients for the sensing arrangements 110,
112 that are stored or otherwise maintained in memory 115.
After determining the initial calibrated pressure measurement
value, the control system 114 generates or otherwise provides
the initial calibrated pressure measurement value as an output
value at corresponding output terminals that are coupled to
the computing device 104 to output the initial calibrated
pressure measurement value (P.,; ;). At some subsequent
time (t,) after the initial sampling time (t, ), the control system
114 receives, from the computing device 104, signals indica-
tive of a desire to obtain an updated calibrated pressure mea-
surement value while reusing the initial raw temperature mea-
surement values. In response, the control system 114 clears
the data storage element 116, then activates switching ele-
ment 142 and operates sampling arrangement 120 to obtain
the indicated number of raw measurements (or samples) for
pressure while maintaining the switching element 144 and
sampling arrangement 122 in a deactivated state. After the
desired number of raw pressure measurements is obtained,
the control system 114 deactivates the switching element 142,
ceases operation of the sampling arrangement 120, and cal-
culates an updated calibrated pressure measurement value
(Pcyz ») using the equation P, ,=Co+C XPp+CoxTx +
C3xPgoxTy,, Where P, is the average of the updated raw
pressure measurement values stored by the data storage ele-
ment 116 that were sampled or otherwise measured at or
around the most recent sampling time (t,) and Ty, is the
average of the stored raw temperature measurement values
that were previously sampled or otherwise measured at or
around the initial sampling time (t, ) stored by the data storage
element 118. In this manner, the previously obtained raw
temperature measurement values influence the updated cali-
brated pressure measurement value which is output by the
sensing device 102. Similarly, at some subsequent time (t;),
the control system 114 may receive signals indicative of a
desire to obtain another updated calibrated pressure measure-
ment value while reusing the initial raw temperature measure-
ment values and calculate and output an updated calibrated
pressure measurement value (P.,; ;) using the equation
Pryr 5=CotC xPatCoxT o +C o xP oox TRy, Where P is the
average of the updated raw pressure measurement values
stored by the data storage element 116 that were sampled or
otherwise measured at or around the most recent sampling
time (t;) and Ty, is the average of the stored raw temperature
measurement values that were previously sampled or other-
wise measured at or around the initial sampling time (t,)
stored by the data storage element 118. As described above,
power that would otherwise be consumed by the temperature
sensing arrangement 112 and/or the sampling arrangement
122 is conserved, and the temperature sensing arrangement
112 does not introduce any noise into the successive cali-
brated pressure measurements by virtue of the same raw
temperature measurement values being used across the suc-
cessive calibrated pressure measurements.

For the sake of brevity, conventional techniques related to
pressure sensing, temperature sensing, calibration methods,
semiconductor and/or integrated circuit fabrication, MEMS
devices, device packaging, and other functional aspects of the
subject matter may not be described in detail herein. In addi-
tion, certain terminology may also be used herein for the
purpose of reference only, and thus are not intended to be
limiting. For example, the terms “first”, “second” and other
such numerical terms referring to structures do not imply a
sequence or order unless clearly indicated by the context.

As used herein, a “node” means any internal or external
reference point, connection point, junction, signal line, con-
ductive element, or the like, at which a given signal, logic
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level, voltage, data pattern, current, or quantity is present.
Furthermore, two or more nodes may be realized by one
physical element (and two or more signals can be multi-
plexed, modulated, or otherwise distinguished even though
received or output at a common node).

The foregoing description also refers to elements or nodes
or features being “connected” or “coupled” together. As used
herein, unless expressly stated otherwise, “connected” means
that one element is directly joined to (or directly communi-
cates with) another element, and not necessarily mechani-
cally. Likewise, unless expressly stated otherwise, “coupled”
means that one element is directly or indirectly joined to (or
directly or indirectly communicates with) another element,
and not necessarily mechanically. Thus, although the sche-
matic shown in the figures may depict direct electrical con-
nections between circuit elements and/or terminals, alterna-
tive embodiments may employ intervening circuit elements
and/or components while functioning in a substantially simi-
lar manner.

Inconclusion, systems, devices, and methods configured in
accordance with example embodiments of the invention
relate to:

In an exemplary embodiment, an apparatus for a sensing
device is provided. The sensing device includes a first sensing
arrangement to measure a first property and provide one or
more measured values for the first property, a second sensing
arrangement to measure a second property, a storage element
coupled to the second sensing arrangement to maintain a
stored value for the second property measured by the second
sensing arrangement, and a control system coupled to the first
sensing arrangement and the storage element to determine
one or more calibrated measurement values for the first prop-
erty using the one or more measured values for the first
property from the first sensing arrangement and the stored
value for the second property. In one embodiment, the sensing
device further comprises a first switching element coupled
between the second sensing arrangement and a reference
voltage node. In another embodiment, the sensing device
further comprises a second switching element coupled
between the first sensing arrangement and the reference volt-
age node, and the control system is coupled to the first switch-
ing element and the second switching element to activate the
second switching element to operate the first sensing arrange-
ment to obtain the one or more measured values and deacti-
vate the first switching element to maintain the second sens-
ing arrangement in a deactivated state while operating the first
sensing arrangement to obtain the one or more measured
values. In yet another embodiment, the first sensing arrange-
ment comprises a pressure sensing arrangement and the sec-
ond sensing arrangement comprises a temperature sensing
arrangement. In another embodiment, the stored value is mea-
sured by the second sensing arrangement at a first time and the
one or more measured values are measured by the first sens-
ing arrangement after the first time. In a further embodiment,
the control system operates the first sensing arrangement to
obtain the one or more measured values of the first property in
response to receiving a first signal indicative of a desire to
obtain a calibrated measurement of the first property after the
first time. In yet another embodiment, the first sensing
arrangement, the second sensing arrangement, the storage
element, and the control system are encapsulated in a single
device package. In another embodiment, the first sensing
arrangement is formed on a first die and the second sensing
arrangement, the storage element, and the control system are
formed on a second die.

In accordance with another exemplary embodiment, a
method is provided that involves storing a first measured
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value for a first property obtained using a first sensing
arrangement at a first time, receiving an indication of a desire
to obtain a calibrated measurement for a second property after
the first time, and after receiving the indication, operating a
second sensing arrangement to obtain one or more measured
values for the second property and determining a calibrated
measurement value for the second property using the first
measured value and the one or more measured values for the
second property. In one embodiment, the method further
comprises deactivating the first sensing arrangement prior to
receiving the indication and maintaining the first sensing
arrangement in a deactivated state while operating the second
sensing arrangement to obtain the one or more measured
values for the second property. In a further embodiment,
operating the second sensing arrangement comprises provid-
ing a supply voltage to the second sensing arrangement and
deactivating the first sensing arrangement comprises decou-
pling the supply voltage from the first sensing arrangement.
In another embodiment, the method further comprises receiv-
ing a second indication of a desire to utilize the first measured
value for the calibrated measurement, wherein maintaining
the first sensing arrangement in the deactivated state com-
prises maintaining the first sensing arrangement in the deac-
tivated state in response to receiving the second indication. In
accordance with another embodiment, the first sensing
arrangement comprises a temperature sensing arrangement
and the second sensing arrangement comprises a pressure
sensing arrangement, wherein storing the first measured
value comprises storing a temperature value measured by the
temperature sensing arrangement at the first time, operating
the second sensing arrangement comprises operating the
pressure sensing arrangement to obtain a pressure value mea-
sured by the pressure sensing arrangement, and determining
the calibrated measurement value comprises determining a
calibrated pressure value based on the pressure value in a
manner that is influenced by the temperature value measured
at the first time. In yet another embodiment, the indication is
received at a second time, wherein determining the calibrated
measurement value comprises determining the calibrated
measurement value for the second property corresponding to
the second time using the one or more measured values
sampled at or around the second time and the first measured
value sampled at or around at the first time. In another
embodiment, storing the first measured value comprises stor-
ing the first measured value by a sensing device including the
first sensing arrangement and the second sensing arrange-
ment and receiving the indication comprises receiving the
indication by the sensing device, wherein the sensing device
outputs the calibrated measurement value. In accordance with
yet another embodiment, the method further comprises
receiving a second indication of a desire to obtain a second
calibrated measurement for the second property after the
receiving the indication, and after receiving the second indi-
cation, operating the second sensing arrangement to obtain
one or more updated measurement values for the second
property and determining a second calibrated measurement
value for the second property using the first measured value
and the one or more updated measurement values for the
second property.

In yet another exemplary embodiment, a system is pro-
vided that includes a computing device to provide a signal
indicative of a desire to obtain a calibrated measurement for a
first property and a sensing device coupled to the computing
device to receive the signal. The sensing device comprises a
pressure sensing arrangement, a temperature sensing
arrangement, a storage element to maintain one or more mea-
sured temperature values from the temperature sensing
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arrangement, and a control system coupled to the pressure
sensing arrangement and the storage element to operate the
pressure sensing arrangement to obtain one or more measured
pressure values in response to receiving the signal, determine
a calibrated pressure measurement value using the one or
more measured pressure values and the one or more measured
temperature values, and provide the calibrated pressure mea-
surement value to the computing device. In one embodiment,
the sensing device includes a second storage element to main-
tain the one or more measured pressure values, and the control
system is coupled to the second storage element to obtain the
one or more measured pressure values. In another embodi-
ment, the one or more measured temperature values are
obtained prior to receiving the signal.

While at least one exemplary embodiment has been pre-
sented in the foregoing detailed description, it should be
appreciated that a vast number of variations exist. It should
also be appreciated that the exemplary embodiment or
embodiments described herein are not intended to limit the
scope, applicability, or configuration of the claimed subject
matter in any way. Rather, the foregoing detailed description
will provide those skilled in the art with a convenient road
map for implementing the described embodiment or embodi-
ments. It should be understood that various changes can be
made in the function and arrangement of elements without
departing from the scope defined by the claims, which
includes known equivalents and foreseeable equivalents at
the time of filing this patent application. Accordingly, details
of'the exemplary embodiments or other limitations described
above should not be read into the claims absent a clear inten-
tion to the contrary.

What is claimed is:
1. A sensing device comprising:
a first sensing arrangement to measure a first property and
provide one or more raw measurement values for the
first property;
a first switching element coupled electrically in series
between a reference voltage node and the first sensing
arrangement;
a second sensing arrangement to measure a second prop-
erty;
a second switching element coupled electrically in series
between the reference voltage node and the second sens-
ing arrangement;
a storage element coupled to the second sensing arrange-
ment to maintain a stored raw measurement value for the
second property measured by the second sensing
arrangement at a previous sampling time; and
a control system coupled to the first sensing arrangement,
the second sensing arrangement, and the storage ele-
ment to:
activate the first switching element to activate and
sample the first sensing arrangement to obtain the one
or more raw measurement values at a current sam-
pling time;

deactivate the second switching element to maintain the
second sensing arrangement in a deactivated state
while the first sensing arrangement is sampled to
obtain the one or more raw measurement values, and

determine one or more calibrated measurement values
for the first property using the one or more raw mea-
surement values for the first property from the first
sensing arrangement and the stored raw measurement
value for the second property.
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2. The sensing device of claim 1, wherein the first sensing
arrangement comprises a pressure sensing arrangement and
the second sensing arrangement comprises a temperature
sensing arrangement.
3. The sensing device of claim 1, wherein the control sys-
tem operates the first sensing arrangement to obtain the one or
more raw measurement values of the first property in
response to receiving a first signal after the previous sampling
time.
4. The sensing device of claim 1, wherein the first sensing
arrangement, the second sensing arrangement, the storage
element, and the control system are encapsulated in a single
device package.
5. The sensing device of claim 1, wherein the first sensing
arrangement is formed on a first die and the second sensing
arrangement, the storage element, and the control system are
formed on a second die.
6. The sensing device of claim 5, wherein the first switch-
ing element and the second switching element are formed on
the second die.
7. The sensing device of claim 1, further comprising:
a first sampling arrangement coupled to an output of the
first sensing arrangement to sample a first output signal
of the first sensing arrangement indicative of the first
property; and
a second sampling arrangement coupled to an output of the
second sensing arrangement to sample a second output
signal of the second sensing arrangement indicative of
the second property, wherein:
the storage element is coupled to an output of the second
sampling arrangement;

the control system is coupled to the first sampling
arrangement and the second sampling arrangement to
operate the first sampling arrangement to obtain the
one or more raw measurement values at the current
sampling time and maintain the second sampling
arrangement in a deactivated state while the first sam-
pling arrangement is operated at the current sampling
time.
8. The sensing device of claim 1, further comprising an
input terminal coupled to the control system to receive an
indication to reuse the stored raw measurement value for the
second property, wherein in response to the indication, the
control system activates the first switching element and main-
tains the second switching element in a deactivated state
while the first sensing arrangement is sampled.
9. A method comprising:
storing a first raw measurement value for a first property
obtained using a first sensing arrangement at a first time,
resulting in a stored raw measurement value for the first
property;
deactivating a first switching element coupled electrically
in series between the first sensing arrangement and a
reference voltage node to deactivate the first sensing
arrangement;
after deactivating the first sensing arrangement, receiving
an indication to obtain a calibrated measurement for a
second property after the first time; and
after receiving the indication:
activating a second switching element coupled electri-
cally in series between a second sensing arrangement
and the reference voltage node;

sampling the second sensing arrangement to obtain one
or more raw measurement values for the second prop-
erty;

maintaining the first switching element in a deactivated
state to maintain the first sensing arrangement in a
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deactivated state while sampling the second sensing
arrangement to obtain the one or more raw measure-
ment values for the second property; and

determining a calibrated measurement value for the sec-
ond property using the stored raw measurement value
and the one or more raw measurement values for the
second property.

10. The method of claim 9, wherein:

sampling the second sensing arrangement comprises pro-

viding a supply voltage to the second sensing arrange-
ment; and

deactivating the first sensing arrangement comprises

decoupling the supply voltage from the first sensing
arrangement.

11. The method of claim 9, further comprising receiving a
second indication to utilize the stored raw measurement value
for the calibrated measurement, wherein maintaining the first
sensing arrangement in the deactivated state comprises main-
taining the first sensing arrangement in the deactivated state
in response to receiving the second indication.

12. The method of claim 9, the first sensing arrangement
comprising a temperature sensing arrangement and the sec-
ond sensing arrangement comprising a pressure sensing
arrangement, wherein:

storing the first raw measurement value comprises storing

a temperature value measured by the temperature sens-
ing arrangement at the first time;

sampling the second sensing arrangement comprises sam-

pling the pressure sensing arrangement to obtain a pres-
sure value measured by the pressure sensing arrange-
ment; and

determining the calibrated measurement value comprises

determining a calibrated pressure value based on the
pressure value in a manner that is influenced by the
temperature value measured at the first time.

13. The method of claim 9, the indication being received at
a second time, wherein determining the calibrated measure-
ment value comprises determining the calibrated measure-
ment value for the second property corresponding to the
second time using the one or more raw measurement values
sampled at or around the second time and the stored raw
measurement value sampled at or around at the first time.

14. The method of claim 9, wherein:

storing the first raw measurement value comprises storing

the first raw measurement value by a sensing device
including the first sensing arrangement and the second
sensing arrangement; and

receiving the indication comprises receiving the indication

by the sensing device, wherein the sensing device out-
puts the calibrated measurement value.

15. The method of claim 9, wherein:

storing the first raw measurement value comprises storing

the first raw measurement value by a sensing device
including the first sensing arrangement and the second
sensing arrangement;

deactivating the first sensing arrangement comprises the

control system decoupling a supply voltage from the
first sensing arrangement;

receiving the indication comprises a control system of the

sensing device receiving the indication; and

sampling the second sensing arrangement comprises the

control system operating a sampling arrangement
coupled to an output of the second sensing arrangement
to obtain the one or more raw measurement values.

16. A system comprising:

a computing device to provide an indication to obtain a

calibrated measurement for a first property; and
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a sensing device coupled to the computing device to
receive the indication, the sensing device comprising:
a pressure sensing arrangement;

a temperature sensing arrangement;

a first switching element coupled electrically in series
between the pressure sensing arrangement and a ref-
erence voltage node;

asecond switching element coupled electrically in series
between the temperature sensing arrangement and the
reference voltage node;

a storage element to maintain one or more raw tempera-
ture measurement values from the temperature sens-
ing arrangement at a previous sampling time; and

a control system coupled to the first switching element,
the second switching element, the pressure sensing
arrangement and the storage element to activate the
first switching element and sample the pressure sens-
ing arrangement to obtain one or more raw pressure
measurement values in response to receiving the indi-
cation, deactivate the second switching element and
maintain the second switching element in a deacti-
vated state based on the indication to maintain the
temperature sensing arrangement in a deactivated
state while the one or more raw pressure measurement
values are obtained, determine a calibrated pressure
measurement value using the one or more raw pres-
sure measurement values and the one or more raw
temperature measurement values, and provide the
calibrated pressure measurement value to the comput-
ing device.
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17. The system of claim 16, wherein:

the sensing device includes a second storage element to
maintain the one or more raw pressure measurement
values; and

the control system is coupled to the second storage element
to obtain the one or more raw pressure measurement
values.

18. The system of claim 16, the computing device provid-
ing and a second indication to reuse a stored raw temperature
measurement, the control system maintaining the tempera-
ture sensing arrangement in the deactivated state while the
one or more raw pressure measurement values are obtained in
response to the second indication, wherein the one or more
raw temperature measurement values are obtained prior to
receiving the indication.

19. The system of claim 16, wherein the pressure sensing
arrangement is formed on a first die and the temperature
sensing arrangement, the first switching element, the second
switching element, the storage element, and the control sys-
tem are formed on a second die.

20. The system of claim 19, wherein:

the first die comprises a pressure sensor die;

the second die comprises an application-specific integrated
circuit (ASIC) die; and

the pressure sensor die and the ASIC die are encapsulated
in a single device package.

#* #* #* #* #*



